
5mm

Viking Butylclad / Epiclad
Waterproofing Membrane

Substrate to comply with current Viking Roofspec Masterspec specification
Substrate Checksheet available from www.vikingroofspec.co.nz

5mm

Viking Butylclad / Epiclad
Waterproofing Membrane

Viking SDF110 Fixing Bar
with STP870 water cut-off mastic

sealant between membrane and wall
for a compression seal

'Z'

'Z'

Viking SDF110 Fixing Bar
with STP870 water cut-off mastic
sealant between membrane and wall
for a compression seal

Viking sealant STP860 Viking sealant STP860

Note:
Viking Roofspec
would only advise using
a pressure bar detail
where a Chase detail
is not practical
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'Z' = variable according to wind zone, refer table 7  E2/AS1

BE10 Butylclad / Epiclad
Chase or Face fix Upstand BE10

29/3/2016

DRAWING STATUS

Detail Ref:DATE

DRAWN

Not to Scale

DRAWING TITLE NOTES:

Viking Roofspec, Otara, P.O.Box 14-541, Auckland 1741, New Zealand, Telephone 0800 729 799, Facsimile   0800 729 788,  Website www.vikingroofspec.co.nz

INFORMATION ONLY

Viking

1/ Substrate Indicative Only
2/ All external corners / edges
require 5mm min. radius SERIES 1.10
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